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GEN ERAL NOTES

ALL CONSTRUCTION MATERIALS AND METHODS SHALL CONFORM TO THE REQUIREMENTS OF THE COUNTY OF 4, PRIOR TO STORMS, PROTECT ANY EXPOSED SOIL BY BROADCASTING WITH CLEAN, SMALL GRAIN STRAW (WHEAT, RICE,
PLACER GENERAL SPECIFICATIONS DATED AUGUST 2005, UNLESS OTHERWISE SPECIFIED IN THESE PLANS AND SUR\/EY NOTES: BARLEY, OAT) AT A RATE THAT WILL PROVIDE COMPLETE COVERAGE ON VISUAL INSPECTION (TO THE SATISFACTION OF THE
THE SPECIFICATIONS. ALL REFERENCES TO STATE OF CALIFORNIA, DEPARTMENT OF TRANSPORTATION ALL FIELD STAKING SHALL BE DONE BY A REGISTERED CIVIL ENGINEER OR LICENSED LAND SURVEYOR. THE ENGINEER).
(CALTRANS) STANDARD SPECIFICATIONS SHALL REFER TO THE 2010 EDITION AND REVISIONS. ATTENTION IS OWNER SHALL PROVIDE ONE SET OF CONSTRUCTION CONTROL STAKES; ANY ADDITIONAL STAKING NECESSARY
ALSO DIRECTED TO THE STANDARD DRAWINGS CONTAINED IN THE PLACER COUNTY LAND DEVELOPMENT SHALL BE PROVIDED BY THE ENGINEER/SURVEYOR AT THE EXPENSE OF THE CONTRACTOR. ALL STAKING 5. ALL LOOSE SOIL AND DEBRIS SHALL BE REMOVED FROM THE STREET AREAS UPON STARTING OPERATIONS AND
MANUAL AND THE CALTRANS STANDARD PLANS 2010 EDITION AND REVISIONS, WHICH, WHEN APPLICABLE, ARE SHALL BE DONE PER SECTION 5—1.07 PLACER COUNTY GENERAL SPECIFICATIONS. PERIODICALLY THERE AFTER AS DIRECTED BY THE CITY ENGINEER AND AT THE COMPLETION OF EACH DAY.
INCLUDED IN THESE DRAWINGS AND REFERENCED BY PLATE OR STANDARD PLAN NUMBER.
2. CONTRACTOR IS RESPONSIBLE FOR THE PROTECTION OF ALL EXISTING MONUMENTS AND OTHER SURVEY 6.  THE CONTRACTOR SHALL CONDUCT INSPECTIONS OF THE SITE PRIOR TO ANTICIPATED STORM EVENTS, (OCTOBER 15 TO

2. CITY, DEPARTMENT OR ENGINEER, AS USED ON THESE PLANS AND NOTES, REFERS TO THE CITY ENGINEER OR MARKERS. MONUMENTS AND SURVEY MARKERS DESTROYED DURING CONSTRUCTION SHALL BE REPLACED AT APRIL 15) AND AFTER ACTUAL EVENTS TO IDENTIFY AREAS CONTRIBUTING TO DISCHARGE OF STORM WATER ASSOCIATED

AN AUTHORIZED AGENT APPOINTED BY THE CITY MANAGER. THE CONTRACTOR’S EXPENSE. WITH CONSTRUCTION ACTIVITY AND TO EVALUATE WHETHER EXISTING CONTROL PRACTICES TO REDUCE POLLUTANT
LOADINGS ARE ADEQUATE.

3. PUBLIC SAFETY AND TRAFFIC CONTROL SHALL BE PROVIDED IN ACCORDANCE WITH COUNTY AND CALTRANS 3. THE CONTRACTOR SHALL REQUEST IN WRITING CONSTRUCTION STAKING FOR ANY PARTICULAR PHASE OF WORK
REQUIREMENTS AND AS DIRECTED BY THE ENGINEER. SAFE VEHICULAR AND PEDESTRIAN ACCESS SHALL BE NO LESS THAN THREE WORKING DAYS PRIOR TO COMMENCEMENT OF CONSTRUCTION. 7. ALL EROSION AND SEDIMENT CONTROL FEATURES SHALL BE MONITORED BY THE CONTRACTOR AND DURING STORMS TO
PROVIDED AT ALL TIMES DURING CONSTRUCTION. INSURE CONTROL FEATURES ARE WORKING PROPERLY. ALTERNATE MEASURES MUST BE INSTALLED IF ORIGINAL MEASURES

4.  PRIOR TO ANY CORRECTIVE ACTION BY THE CONTRACTOR WHICH MAY BE NECESSARY DUE TO ALLEGED FAIL.

4. THE CONTRACTOR IS HEREBY NOTIFIED THAT PRIOR TO COMMENCING CONSTRUCTION, HE IS RESPONSIBLE FOR STAKING ERRORS, THE CONTRACTOR SHALL NOTIFY THE ENGINEER FOR VERIFICATION AND RE—STAKING IF
CONTACTING ALL UTILITY COMPANIES FOR VERIFICATION AT THE CONSTRUCTION SITE OF THE LOCATIONS OF NECESSARY. 8.  THE EROSION CONTROL CONTRACTOR SHALL BE RESPONSIBLE FOR THE INSPECTION AND MODIFICATION OF THE EROSION
ALL UNDERGROUND FACILITIES WHERE SUCH FACILITIES MAY POSSIBLY CONFLICT WITH THE PLACEMENT OF THE CONTROL DEVICES, AS NECESSARY, DURING THE RAINY SEASON. THE CONTRACTOR SHALL BE RESPONSIBLE FOR THE
IMPROVEMENTS SHOWN ON THESE PLANS. CALL "UNDERGROUND SERVICE ALERT"* AT 800—227—2600 TWO (2) 5.  THE CITY AND ITS AGENTS ASSUMES NO RESPONSIBILITY FOR ANY WORK CONSTRUCTION IF STAKED BY CONTINUAL MAINTENANCE OF EROSION CONTROL DEVICES. IN THE EVENT OF FAILURE OR REFUSAL TO PROPERLY MAINTAIN
DAYS MINIMUM TO FOURTEEN (14) DAYS MAXIMUM BEFORE CONSTRUCTION IS STARTED. OTHERS. SAID DEVICES, THE CITY ENGINEER MAY CAUSE EMERGENCY MAINTENANCE WORK TO BE DONE TO PROTECT ADJACENT
(*) CITY OF COLFAX IS NOT A MEMBER OF "UNDERGROUND SERVICE ALERT”. CONTRACTOR SHALL CALL PRIVATE AND PUBLIC PROPERTY, THE COST (INCLUDING AN INITIAL MOBILIZATION AMOUNT) SHALL BE CHARGED TO THE
AGENCIES LISTED ON THE COVER SHEET OF THESE PLANS CONTRACTOR.

5. NO CONSTRUCTION SHALL BE DONE BETWEEN OCTOBER 15 AND MAY 1 WITHOUT A CITY APPROVED SEDIMENT ENGINEER S NOTES: 9. GRAVEL BAGS AND NECESSARY MATERIALS IN ACCORDANCE WITH THE APPROVED PLANS SHALL BE AVAILABLE ON-SITE
AND EROSION CONTROL PLAN TO PREVENT SOIL EROSION. ALL EROSION AND SEDIMENTATION CONTROL AND STOCKPILED AT CONVENIENT LOCATIONS TO FACILITATE RAPID CONSTRUCTION OF TEMPORARY DEVICES OR TO REPAIR
MEASURES SHALL BE IN ACCORDANCE WITH THESE PLANS, AND THE SPECIFICATIONS AND RECOMMENDATIONS ggﬁgﬁEQ?ACTOR SHALL NOT BEGIN WORK SHOWN ON THESE PLANS UNTIL ALL APPLICABLE PERMITS HAVE BEEN ANY DAMAGED EROSION CONTROL MEASURES WHEN RAIN IS IMMINENT. A STANDBY CREW SHALL BE MADE AVAILABLE AT
CONTAINED IN THE "EROSION AND SEDIMENT CONTROL FOR DEVELOPING AREAS OF THE SIERRAS”, OCTOBER, ALL TIMES DURING THE RAINY SEASON.

1991.
2 m%&%gygg&gr&%gAPKEER%EM"XSE%%TF',EEEEPE,L%R AEOCEBFL[T)E\QL(BE TJ%B[')ET,EEA'QECQL%TELESMSSHNAOLTL %EOH%T:LGEE%RNW%AS 10. TEMPORARY EROSION CONTROL DEVICES SHOWN ON THE EROSION CONTROL PLAN WHICH INTERFERE WITH THE WORK SHALL

6. INSTALLATION AND MAINTENANCE OF EROSION CONTROL MEASURES ARE THE RESPONSIBILITY OF THE BID. BE RELOCATED OR MODIFIED AS THE WORK PROGRESSES, AS RECOMMENDED BY THE ENGINEER OF WORK, AS DIRECTED BY
CONTRACTOR. THE CONTRACTOR SHALL BE RESPONSIBLE FOR THE PREVENTION OF SIGNIFICANT EROSION AND THE CITY ENGINEER.

SILTATION ENTERING THE STORM DRAIN SYSTEM, NATURAL DRAINAGE COURSES AND/OR INTRUDING UPON 3. THE CONTRACTOR SHALL ASSUME SOLE AND COMPLETE RESPONSIBILITY FOR CONSTRUCTION OF THIS PROJECT, INCLUDING
ADJACENT ROADWAYS AND PROPERTIES. WINTERIZATION AND EROSION CONTROL SHOWN ON THESE PLANS IS SAFETY OF ALL PERSONS AND PROPERTY. THIS REQUIREMENT SHALL APPLY CONTINUOUSLY AND NOT BE LIMITED TO 1. ALL EROSION AND SEDIMENT CONTROL MEASURES SHALL BE CHECKED BEFORE AND AFTER ALL STORMS TO ENSURE
INTENDED AS A GUIDE. ADDITIONAL EROSION CONTROL MEASURES MAY BE REQUIRED AS DETERMINED IN THE NORMAL WORKING HOURS. THE CONTRACTOR SHALL DEFEND, INDEMNIFY AND HOLD THE OWNER AND THE ENGINEER MEASURES ARE FUNCTIONING PROPERLY.
FIELD AND APPROVED BY THE ENGINEER. THIS RESPONSIBILITY SHALL APPLY THROUGHOUT THE COURSE OF HARMLESS FROM ANY AND ALL LIABILITY, REAL OR ALLEGED IN CONNECTION WITH THE PERFORMANCE OF WORK ON THIS ,
CONSTRUCTION AND UNTIL ALL DISTURBED AREAS HAVE BECOME STABILIZED AND SHALL NOT BE LIMITED TO PROJECT, EXCEPTING FOR LIABILITY ARISING FROM THE SOLE NEGLIGENCE OF THE OWNER OR ENGINEER. 12. THE CONTRACTOR SHALL MAINTAIN A LOG AT THE SITE OF ALL INSPECTIONS OR MAINTENANCE OF BMP'S, AS WELL AS,
WET WEATHER PERIODS. ANY CORRECTIVE CHANGES TO THE BMP'S OR EROSION AND SEDIMENT CONTROL PLAN

4. THE LOCATIONS OF ALL UNDERGROUND FACILITIES SHOWN ON THESE PLANS ARE APPROXIMATE. A REASONABLE EFFORT

7. THE CONTRACTOR SHALL REMOVE ALL ROAD MARKINGS, PAVEMENT MARKERS, AND OTHER DELINEATION THAT HAS BEEN MADE TO LOCATE AND DELINEATE ALL UNDERGROUND FACILITIES; HOWEVER, CITY ASSUMES NO LIABILITY 13.  ALL EROSION CONTROL PLANS MUST PROVIDE A 24—HOUR TELEPHONE NUMBER AND THE NAME(S) OF THE PROPER
ARE IN CONFLICT WITH THE DELINEATION SHOWN ON THE PLANS OR AS DIRECTED BY THE ENGINEER. THE FOR THE ACCURACY OR COMPLETENESS OF THE EXISTING FACILITIES SHOWN HEREON OR FOR THE EXISTENCE PERSON(S) RESPONSIBLE FOR EMERGENCY WORK. A TELEPHONE ANSWERING MACHINE OR ANSWERING SERVICE IS
CONTRACTOR SHALL LAYOUT ALL PAVEMENT MARKINGS FOR APPROVAL BY THE ENGINEER. THE CONTRACTOR OF OTHER UNDERGROUND UTILITIES OR OBJECTS WHICH MAY BE DISCOVERED BUT ARE NOT SHOWN ON THESE UNACCEPTABLE. NAME(S) AND NUMBER(S) SHALL BE PROVIDED TO:

SHALL APPLY ALL PAVEMENT MARKINGS WITHIN CITY RIGHT—OF—WAY. ALL THERMOPLASTIC PAVEMENT PLANS. THE CONTRACTOR SHALL VERIFY THE LOCATION OF ALL EXISTING FACILITIES AND IMMEDIATELY NOTIFY CONTACT:  GABE ARMSTRONG
MARKINGS AND ON-—SITE PAINTED MARKINGS SHALL BE INSTALLED BY THE CONTRACTOR. THE ENGINEER IF ANY SUCH FACILITIES INTERFERE WITH THE CONSTRUCTION OF IMPROVEMENTS. PHONE:  (530) 346-2313
8. PERMANENT TRAFFIC SIGNS SHALL CONFORM TO CALIFORNIA DEPARTMENT OF TRANSPORTATION "TRAFFIC SIGN 5. THE CONTRACTOR SHALL PROVIDE ONE COMPLETE ACCURATE SET OF RECORD CHANGES. THE CHANGES SHALL ”
SHALL BE 30 INCH MINIMUM SIZE OF HIGH INTENSITY GRADE SHEETING. COUNCIL._THIS PUBLICATION INCLUDES:
9 BLANK. 6. THE CONTRACTOR SHALL BE RESPONSIBLE FOR REPORTING ALL CONFLICTS, ERRORS, OMISSIONS, ETC. TO THE é- EEEDMELEOEEEQT3E2022$EgC“ON PRACTICES FOR SEED BED PREPARATION AND BROADCAST
CONSULTING ENGINEER IMMEDIATELY UPON DISCOVERY. IF SO DIRECTED BY THE ENGINEER, THE CONTRACTOR C DELIVERIES AND MIXTURES
10. CONTRACTOR MUST IMMEDIATELY REINSTALL ANY TRAFFIC SIGNS REMOVED IN THE COURSE OF CONSTRUCTION. SHALL STOP WORK UNTIL MITIGATION CAN BE MADE. = ANY COSTS INCURRED RESULTING FROM THE ‘
QEYD%52$ESO§$ %ﬁE%QxQSEERBY THE CONTRACTOR SHALL BE REPLACED OR REPAIRED BY THE CONTRACTOR CONTRACTOR’S FAILURE TO STOP WORK AS DIRECTED SHALL BE THE RESPONSIBILITY OF THE CONTRACTOR. 5. THIS PLAN MAY NOT COVER ALL THE SITUATIONS THAT ARISE DURING CONSTRUCTION DUE TO UNANTICIPATED FIELD
7. THE CONTRACTOR SHALL AT ALL TIMES COORDINATE HIS WORK WITH THAT OF OTHERS ON THE SITE. THE gﬂ$mggﬂ§%Y\@§iﬁE?§§[gﬁ;NEERMADE'K)THE PLAN N THE FIELD, OR AT THE DIRECTION OF A REPRESENTATIVE OF THE
11.  TEMPORARY TRAFFIC STRIPING MUST BE PROVIDED BY THE CONTRACTOR IF EXISTING DELINEATION IS CONTRACTOR SHALL HAVE A RESPONSIBLE PARTY, WHO SHALL HAVE THE AUTHORITY TO REPRESENT AND ACT ’ ’ ‘
DESTROYED DURING TRENCHING OR OTHER WORK. PAINTED MARKINGS OR STRIPING TAPE MAY BE USED. THE FOR THE CONTRACTOR, ON THE JOB SITE DURING ALL CONSTRUCTION ACTIVITIES.
TEMPORARY STRIPING MUST BE APPROVED FOR MATERIAL AND LAYOUT BY THE ENGINEER BEFORE TRENCHING
OR OTHER WORK IS STARTED. ALL TEMPORARY PAINTED MARKINGS THAT ARE TO BE REMOVED SHALL BE 8. THESE DRAWINGS ARE FOR THIS SPECIFIC PROJECT AND NO OTHER USE IS AUTHORIZED.
SANDBLASTED BY THE CONTRACTOR AT THE EXPENSE OF THE CONTRACTOR.
9. THE CONTRACTOR SHALL TAKE CARE TO PROTECT THE EXISTING SITE AND ADJACENT IMPROVEMENTS FROM

12. PRIOR TO ANY ACTIVITY WITHIN THE CITY RIGHT—OF—WAY, THE CONTRACTOR SHALL INSTALL W20—1 SIGNS IN DAMAGE. THE CONTRACTOR SHALL BE RESPONSIBLE FOR ANY DAMAGE RESULTING FROM THE CONSTRUCTION
ACCORDANCE WITH CA MUTCD. THE SIGNS SHALL BE PROFESSIONALLY MADE, METAL, REFLECTORIZED, AND AND SHALL REPAIR OR MAKE REPLACEMENT TO CURRENT CITY STANDARDS AND AT THEIR OWN EXPENSE. THE
PLACED ON WOODEN POSTS FOR THE DURATION OF THE PROJECT. THE MINIMUM SIZE SHALL BE 36”. THE CONTRACTOR SHALL PERFORM THESE REPAIRS AND REMOVE ALL TRASH AND CONSTRUCTION DEBRIS AS
SIGNS SHALL BE REPLACED OR REPAIRED IF STOLEN OR DAMAGED. THE PLACEMENT, TYPE, AND LOCATION OF DIRECTED BY THE CITY OF COLFAX.

ALL TRAFFIC CONTROL DEVICES SHALL BE REVIEWED AND APPROVED BY THE CITY INSPECTOR. THE INSPECTOR

SHALL DIRECT THE INSTALLATION OR CHANGES TO SIGNS, STRIPING, CONES, BARRICADES, ETC. DURING THE 10. THE CITY OR ENGINEER MAY REQUIRE THE CONTRACTOR TO UNCOVER ANY IMPROVEMENTS THAT HAVE BEEN

COURSE OF CONSTRUCTION FOR TRAFFIC SAFETY. COMPLETED WITHOUT PROPER CITY INSPECTION AND/OR APPROVAL. IF THE INSTALLATION IS FOUND NOT TO
MEET APPLICABLE STANDARDS OR PREVIOUSLY APPROVED ALTERNATIVES SHOWN ON THE PLANS, THE

13. ONLY THE APPROXIMATE LOCATION OF THE EXISTING SANITARY SEWERS, STORM DRAINS, & WATER FACILITIES CONTRACTOR MAY BE REQUIRED TO REMOVE AND REPLACE SUCH IMPROVEMENTS AT HIS EXPENSE.

HAVE BEEN SHOWN. IN LOCATIONS WHERE WORK WILL BE PERFORMED, THE CONTRACTOR SHALL VERIFY EXACT

LOCATION BY POTHOLING IN THE FIELD AND IMMEDIATELY NOTIFY THE PROJECT ENGINEER IF SAID LOCATION IS 11. INSPECTION OF THE WORK SHALL NOT RELIEVE THE CONTRACTOR OF THE OBLIGATION TO FULFILL ALL

SIGNIFICANTLY DIFFERENT FROM THAT SHOWN ON THIS PLAN. CONDITIONS OF THE CONTRACT.

14. IF ANY ARCHEOLOGICAL ARTIFACTS, EXOTIC ROCK (NON—NATIVE), OR UNUSUAL AMOUNTS OF SHELL OR BONE 12. SOME OF THE DETAILS DIRECT THE CONTRACTORS ATTENTION TO SPECIFIC STANDARD DRAWINGS, THE
ARE UNCOVERED DURING ANY ON—SITE CONSTRUCTION ACTIVITIES, ALL WORK MUST STOP IMMEDIATELY IN THE CONTRACTOR IS CAUTIONED THAT THE REFERRED STANDARDS DO NOT REPRESENT ALL APPLICABLE
AREA AND A SOPA—CERTIFIED (SOCIETY OF PROFESSIONAL ARCHAEOLOGISTS) ARCHAEOLOGIST RETAINED TO STANDARDS.

EVALUATE THE DEPOSIT.
13. ALL CONSTRUCTION AND MATERIALS SHALL BE IN ACCORDANCE WITH THE LATEST EDITION OF: (IN THE EVENT
THE CITY PLANNING DEPT. AND THE COUNTY DEPT. OF MUSEUMS MUST ALSO BE CONTACTED FOR REVIEW OF OF A CONFLICT, THE MORE STRINGENT AND CONSERVATIVE SHALL APPLY.)
THE ARCHAEOLOGICAL FIND(S). IF THE DISCOVERY CONSISTS OF HUMAN REMAINS, THE PLACER COUNTY A. THE PLACER COUNTY GENERAL SPECIFICATIONS, IMPROVEMENT STANDARDS, AND STANDARD
CORONER AND NATIVE AMERICAN HERITAGE COMMISSION MUST ALSO BE CONTACTED. WORK IN THE AREA MAY DRAWINGS
ONLY PROCEED AFTER AUTHORIZATION IS GRANTED BY THE CITY PLANNING DEPARTMENT. FOLLOWING A B. THESE PLANS AND SPECIFICATIONS
REVIEW OF THE NEW FIND AND CONSULTATION WITH APPROPRIATE EXPERTS, IF NECESSARY, THE AUTHORITY TO C.  APPLICABLE ASTM STANDARDS
PROCEED MAY BE ACCOMPANIED BY THE ADDITION OF DEVELOPMENT REQUIREMENTS WHICH PROVIDE D.  CALTRANS STANDARD SPECIFICATIONS
PROTECTION OF THE SITE AND/OR ADDITIONAL MITIGATION MEASURES NECESSARY TO ADDRESS THE UNIQUE OR
SENSITIVE NATURE OF THE SITE. 14, THE CONTRACTOR SHALL COORDINATE WITH CALTRANS TO DETERMINE IF CALTRANS PROJECTS ARE PLANNED
FOR OR ARE IN CURRENT CONSTRUCTION AND IF MODIFICATION TO TRAFFIC ROUTING IS NEEDED.

15. THE CONTRACTOR SHALL INSURE THAT ALL CONSTRUCTION VEHICLES OR EQUIPMENT, FIXED OR MOBILE,

OPERATED WITHIN CLOSE PROXIMITY OF A RESIDENTIAL DWELLING SHALL BE EQUIPPED WITH PROPERLY 15. CONTRACTOR SHALL ENTER INTO RIGHT—OF—ENTRY AGREEMENT WITH UNION PACIFIC RAILROAD AND PROVIDE

OPERATING AND MAINTAINED MUFFLERS AT ALL TIMES DURING PROJECT CONSTRUCTION. IT IS THE OWNERS' INSURANCE AS REQUIRED IN BID SPECIFICATIONS SECTION 5—1.14.

RESPONSIBILITY TO OBTAIN THE SERVICES OF A QUALIFIED ACOUSTICAL PROFESSIONAL TO VERIFY PROPER

EQUIPMENT MUFFLERS, IF CONCERNS RELATING TO THE ISSUE ARISE. CONSTRUCTION NOISE EMANATING FROM

ANY CONSTRUCTION ACTIVITIES FOR WHICH A BUILDING PERMIT OR GRADING PERMIT IS REQUIRED IS PROHIBITED

ON WEEKENDS AND FEDERAL HOLIDAYS, AND SHALL ONLY OCCUR MONDAY THROUGH FRIDAY, 7:00 AM TO NAT|ONA|— POLLUTION DISCHARGE ELIMINATION SYSTEM (N.P.D.E.S.)

6:00 PM THE CONTRACTOR IS ADVISED THAT THE STATE OF CALIFORNIA HAS ADOPTED NATIONAL POLLUTION DISCHARGE
ELIMINATION REQUIREMENTS IN ACCORDANCE WITH THE REQUIREMENTS OF THE CLEAN WATER ACT. THIS
PROJECT IS SUBJECT TO ALL OF THE REQUIREMENTS CONTAINED IN THOSE ACTS. THE CONTRACTOR SHALL

17. IF AT ANY TIME DURING THE COURSE OF CONSTRUCTING THE PROPOSED PROJECT EVIDENCE OF SOIL AND/OR
GROUNDWATER CONTAMINATION WITH HAZARDOUS MATERIAL IS ENCOUNTERED, THE APPLICANT SHALL Qiﬁg&?géﬁLL OF THE LAWS, ORDINANCES, AND REGULATIONS ASSOCIATED WITH N.P.D.E.S. AND THE CLEAN
IMMEDIATELY STOP THE PROJECT AND CONTACT ENVIRONMENTAL HEALTH SERVICES HAZARDOUS MATERIALS .

SECTION. THE PROJECT SHALL REMAIN SUSPENDED UNTIL THERE IS RESOLUTION OF THE CONTAMINATION
PROBLEM TO THE SATISFACTION OF ENVIRONMENTAL HEALTH SERVICES AND TO THE REGIONAL WATER QUALITY EROS|ON CONTROL AND WINTERIZATION NOTES
CONTROL BOARD. THE CONTRACTOR MUST COMPLY WITH ALL FEDERAL, STATE AND LOCAL GOVERNMENT LAWS AND REGULATIONS RELATING
TO THE DISCHARGE OF STORM WATER RUNOFF ASSOCIATED WITH CONSTRUCTION ACTIVITIES WHETHER OR NOT THE
18. NO OPEN BURNING OF WOOD /VEGETATIVE WASTE MATERIALS FROM EITHER THE CONSTRUCTION OR OPERATION REQUIRED FACILITIES OR METHODS ARE STATED ON THESE PLANS.
OF THE PROJECT SHALL OCCUR. ALTERNATIVES TO OPEN BURNING INCLUDE, BUT ARE NOT LIMITED TO,
CHIPPING, MULCHING, COMPOSTING AND CONVERSION TO BIOMASS FUEL. THE BURNING OF 2. IT SHALL BE THE RESPONSIBILITY OF THE CONTRACTOR TO PREVENT DISCHARGE OF SEDIMENT FROM THE SITE TO ANY
WATERCOURSE, DRAINAGE SYSTEM, OR ONTO ADJACENT PROPERTIES AND TO PREVENT DAMAGE BY EROSION OR DEPOSITION
CONSTRUCTION /DEMOLITION DEBRIS IS PROHIBITED. OF SEDIMENT WHICH MAY RESULT FROM THE WORK
19.  BLANK.
3. THE USE OF FIBER ROLLS SHALL BE AS REQUIRED TO PREVENT SEDIMENT TRANSPORT.
CITY OF COLFAX UPRR PED XING AND BIKE PATH IMPROVEMENT PROJECT
I CONSULTING ENGINEERS, INC. CONSTRUCTION NOTES NONE
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DETAIL "B”

SCALE: NTS

I
< >CONSTRUCTION NOTES: GENERAL NOTES:
1. REMOVE & REPLACE SIDEWALK WITH ACCESS RAMP. RAMP 13. EXISTING FLASHING SIGNALS & CROSSING ARM TO BE 1. EXISTING TRACKS & 10’ CONCRETE CROSSING PADS TO
TO BE FLUSH WITH RAILROAD PAVEMENT. REMOVED. WORK BY UPRR. REMAIN  UNDISTURBED
2. REMOVE CURB 14. CONSTRUCT 6” HIGH MEDIAN CURB PER DETAIL B SHEET 2. ALL WORK NOT LABELED TO BE PERFORMED BY UPRR

3. REMOVE & REPLACE, CURB GUTTER AND SIDEWALK WITH S END MEDIAN 60° FROM CROSSING ARM. SHALL BE CONSTRUCTED BY CITY'S CONTRACTOR L | 9N s )
SIDEWALK 15. RECONSTRUCT DRIVEWAY PER DETAIL C SHEET 7. KNOWN UTILITIES s

4. CONSTRUCT CURB & GUTTER 16. TRANSITION BETWEEN NEW DRIVEWAY ELEVATION AND Lﬂfgg@;géhgv\fﬁ:‘évx;gﬁ‘gig' 8" T

5. CONSTRUCT STAMPED COLORED CONCRETE EXISTING PARKING LOT. REPLACE HMAC. : =

6. CONSTRUCT CURB GUTTER & SIDEWALK PER DETAIL A 17. TRANSITION CURB & STAMPED CONCRETE TO MATCH 1 HIGH PRESSURE KINDER MORGAN 2 o b .
SHEET 7. ELEVATION OF RAILROAD CROSSING ASPHALT. FUEL DISTRIBUTION MAIN. POTHOLING BY

7. CONSTRUCT ACCESS RAMP. RAMP TO BE FLUSH WITH 18. CONSTRUCT CALTRANS TYPE GO DRAIN INLET HAND DIG MAY BE REQUIRED. @
RAILROAD PAVEMENT. 19. CONSTRUCT 18" RCP CLASS V, S=0.0000. 3 OR MORE FIBEROPTIC LINES 75] /.

8. INSTALL DETECTABLE PATTERN PANEL (5'X3’), STANDARD

20. CONNECT 18" RCP TO EXISTING DRAIN INLET.

YELLOW
9. CONSTRUCT COMMERCIAL DRIVEWAY. 8" AB, 8" CONCRETE
WITH #4 REBAR @ 12" OC EACH WAY. ACONSTRUCTION NOTES (ADD ALTS):

1. CONSTRUCT STAMPED COLORED CONCRETE

2. DEMOLISH AND DISPOSE OF ABANDONED RAILROAD/
TRACKS, TIES AND FILL. PROTECT EXISTING FIBER
OPTIC LINE UNDER TRACKS AND TIES. BACKFILL /
WITH CLASS II AB, COMPACTED TO 95% RC.

10. CONSTRUCT TYPE T—B GUARD RAIL AS PROVIDED IN
CONTRACT DOCUMENTS APPENDIX B OR APPROVED EQUAL.
COORDINATE CLEARANCE TO FLASHING SIGNAL WITH UPRR.

11. NEW STD 9 FLASHING SIGNAL & CROSSING ARM. WORK

0 o 251 WTR W
{ C ~ .~ EX VERT CURB,
P 6/ , GUTTER & SWK
4 F * ~<—— 24'+ ——\ ‘ ‘\
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BY UPRR.
12. NEW STD 8 FLASHING SIGNAL ASSEMBLY. WORK BY UPRR. /
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v o ao . A= ~ — ] EX. RAILROAD PLATFORM
ST iy Ay | AND DETECTABLE WARNING
4 ORI L, 4
RSN/ | SR 2 . P :
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SOLE: 17=10 : | 3D DOCUMIENT
e By A PONTICELLO ENTERPRISES UPRR PED XING AND BIKE PATH IMPROVEMENT PROJECT SCALL SHEET
CONSULTING ENGINEERS, INC. CONSTRUCTION PLAN AT RAILROAD XING HORIz: 17=10
DRAWN BY  __ AU/JC E Woodiand, CA 95776 CITY OF COLFAX e N EE= d
CHECKED BY _ AM/JC E:}fﬂe(sgf”g)‘)éggig;% ROAD NAME: GRASS VALLEY STREET RAILROAD SUBDIVISION: ROSEVILLE SUB OATE. 1 730/2015 SOF
REV. | DATE DESCRIPTION BY |APP’D. | RAILROAD MILE FOST: 141.91 bOT#753151U J0B No. 12-0102__ |~ (
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TRACK TRACK e 7
15"+ e e
5419 , TOP OF CURB & > ba1g
— 10 MIN. |=— ~=— 10" —=— SlDEWALKJ q
MIN. "
, , RAILROAD
2.5 " —— = 2.5 STREET
TOP OF CURB & SIDEWALK /
2418 2418
=1.8% 1.2%
LIP OF GUTTER GRADE /
. (FOLLOWS EX STREET PROFILE)
2417 : SIDEWALK CDEWALK 2417
GRADE CRADE
A(-O°7° — INSTALL CALTRANS
TYPE GO INLET
2416 - LIP OF GUTTER GRADE 2416
. - ) O (FOLLOWS EX STREET PROFILE)
2415 T 2415
EX. 127 AC WATER MAIN,
ELEVATION UNKNOWN
2414 2414
2413 2413
EX. SEWER MH & MAIN
ELEV. APPROX.
2412 2412
PROFILE VIEW
SCALE: HORIZ. — 17=10'
VERT. - 1= B[D DOCUMENT
UPRR PED XING AND BIKE PATH IMPROVEMENT PROJECT Al SHEET
DESIGNED BY AU PONTICELLO ENTERPRISES HORIZONTAL CONTROL PLAN & R
CONSULTING ENGINEERS, INC. HORIZ: 1°=10
o B s AT-GRADE RAILROAD XING PROFILE VIEW VERT: 1=
ortna Avenue CITY OF COLFAX PLACER COUNTY, CA
Woodland, CA 95776 !
and, FILE: 4 /]
CHECKED BY _ AM/JC £:§“e(5<35%0>66686858598383 ggﬁgoﬁng\EAz|L(E;RéggT-VA1i1Eg 1STREET ggITLR;)5A§1 551UUBDIVISION: ROSEVILLE SUB DATE: 1/30/2015 OF
REV. | DATE DESCRIPTION BY |APP'D. SRR # J0B_NO. 12-01.02__ |~ (
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1. GRIND EXISTING PAVEMENT AND PAVE 1/2” 9. GRIND TO EXISTING CONCRETE BASE. PLACE
TYPE A PG 64—16 HMAC (0.25" DEPTH) 1” TYPE A PG 64—16 HMAC TO ORIGINAL 10 o s 10 2
................................... I
S ABJUST EXISTING. SSMH TO GRADE. AND L EUATION. T ——
INSTALL NEW CONCRETE COLLAR PER SHEET L0
X, DETAIL X
3. ADJUST EXISTING WATER VALVE TO GRADE
AND INSTALL NEW CONCRETE COLLAR PER
PLACER COUNTY WATER AGENCY DRAWING NO.
S106.
4. PAVE " ABOVE EXISTING BLOW OFF VALVE
ASSEMBLY BOX, ADJUST AS NECESSARY.
5. INSTALL GLUE DOWN TRUNCATED DOME PANEL
(5'X3"), COLONIAL RED. A CONSTRUCTION NOTES (ADD ALT):
1. STAMPED COLORED ASPHALT. "OFFSET BRICK"
6. CONSTRUCT CURB RAMP TYPE C. W A O e e
TRUNCATED DOME TO BE COLONIAL RED
7. REPAIR 12”7 OF AB.
8. FORM CURB AND GUTTER TO EXISTING DI.
e b PONTICELLO ENTERPRISES UPRR PED XING AND BIKE PATH IMPROVEMENT PROJECT SCALE: SHEET
CONSULTING ENGINEERS, INC. ROAD REHAB / MAIN ST. TO RR XING HORIZ: 17=10
DRAWN BY AU /JC 1216 Fortna Avenue
Woodland, CX 95776 CITY OF COLFAX PLACER COUNTY, CA LE. 5 /
Phone: (530) 668-5883 . . -
CHECKED BY AM {\JC Fax : (530) 668-5893 ESHAJ%O%SM,\EA'|LER§22T.VA1L4|T1EY91STREET Egl#:;)é% 5S1UUBD|VISION. ROSEVILLE SUB DATE: 1/30/2015 OF
REV. | DATE DESCRIPTION BY |APP’D. 2141 OB NO. 12-01.02 /
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PG 64-16 HMAC (0.25' DEPTH)

2. PAVE %" ABOVE EXISTING MANHOLE COVER,
ADJUST AS NECESSARY.

3. PAVE 3" ABOVE EXISTING WATER VALVE, ADJUST
AS NECESSARY..

TIME FOR POTENTIAL BASE REPAIR

/ ©SSMH ©SSMH A
-
/
/
GRASS VALLEY
T N - J 2% \
& T _ N B 7 41“L (%%D%%§§ '
q : N\ = / &) N (OIS
oV FH \ A © B@ / N %V@@
\ 5w / N\ .
= |@og N\ &
\ < | = | N\
| oc | D | R
OCONSTRUCTION NOTES: GENERAL NOTES:
1. GRIND EXISTING PAVEMENT AND PAVE 1/2" TYPE A 1. PROOF ROLL PRIOR TO PAVING. ALLOW 10 o : 0 2

BID DOCUMENT

GRAPHIC SCALE

1"

= 10

DESIGNED BY

DRAWN BY

CHECKED BY

AU

AU/JC

AM/JC

REV.

DATE

DESCRIPTION

BY

APP’D|

PONTICELLO ENTERPRISES

CONSULTING ENGINEERS, INC.

1216 Fortna Avenue
Woodland, CA 95776
Phone: (530) 668-5883
Fax : (530) 668-5893

UPRR PED XING AND BIKE PATH IMPROVEMENT PROJECT
ROAD REHAB / RR XING TO S. AUBURN ST.

CITY OF COLFAX

PLACER COUNTY, CA

ROAD NAME: GRASS VALLEY STREET
RAILROAD MILE POST: 141.91

RAILROAD SUBDIVISION: ROSEVILLE SUB
DOT#753151U

SCALE: SHEET
HORIZ: 1"=10’
FILE: 6 ]
DATE: 1/30/2015 OF

JOB NO. 12-01.02

(
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6” MIN. AB
95% COMPACTION

(SEE NOTE 2)

NOTES:

~—— VARIES —=

L_ 2% MAX ‘
3

‘ — ] "LLA ’ _._‘_’ 4:,
)7

” M 4 4 A
’ MlN. B

90% COMPACTION

1. LOCATE 1/2” TRANSVERSE EXPANSION JOINTS OF ASPHALT IMPREGNATED CELOTEX
IN SIDEWALK, CURB AND GUTTER AT 20’ INTERVALS. ALL CONCRETE SHALL BE
CLASS 3, 1" MAX PER CALTRANS STANDARD SPECIFICATION SECTION 90.

2. CONTINUE TOTAL REQUIRED ROAD SECTION DEPTH OF AB OR ASB TO BACK OF

CURB

3. DEEP TOOL JOINTS SHALL BE 1” DEEP OR % OF SECTION DEPTH, WHICHEVER IS

GREATER.

4. SCORE LINES SHALL BE %" DEEP AND FORM A SQUARE PATTERN, PERPENDICULAR
TO EDGES.

5. ALL EDGES SHALL HAVE %" RADIUS.

m MONOLITHIC CURB, GUTTER & SIDEWALK

VAR

NG

NTS

P

\ STRAGHT GRADE DEPRESS
) m

A AC OVERLAY
STRAIGHT GRADE Y’ DEPRESS S (RACHT CRADE

FINISH GRADE

SAW CUT EXPVMT TO A
NEAT STRAIGHT LINE,

= = )
= ™ 2% S
Y : = 2" AC TYPE A, OVER 8" AB
=
=\
S\ SIDEWALK

PERPENDICULAR OR
PARALLEL TO THE STREET
CENTERLINE, AS MARKED
BY THE ENGINEER.

CLASS 2 (3/4" MAX.)

\  STRAGHT Q_QZ
— 95% RELATIVE COMPACTION

GRADE

2

EX. PAVEMENT

VARIES 2
'<7 237 X ‘S N\
» i:‘ | et—— 1” I [ ——————— X AY C \\ 75% AN L
R=1 /\ 2 \

AN | A
o o TS --._""- PR P . . -a R HE PRI G I SURFACE
| | 17 LIP \ A I I
6’ VARIES 6’

PERSPECTIVE

.:.._ 6L A 0%,
FACE OF CURB /K ADDITIONAL DIG-OUT AS

~—— 4'—6" MIN

REQUIRED PER ENGINEER
TO REMOVE UNSUITABLE

MEDIAN CURB m

WD WP e ~ g

6" 2’ »
#4 REBAR MATERIAL & REPLACE
2% MAX SLOPE \ SCORE MARK & MATERIAL WITH CLASS 2
. —————— AGGREGATE BASE, SEE
9 < ST - - L. /'/1 s ’
8 L—. -—'L '4¢4_6 Aﬁl\ ..v . .4 L s 4 * 8

2
_ﬁﬁ}ﬁe}ﬁ}.‘%ﬁfg“' 1. IF DIG-OUT IS ADJACENT TO THE LIP OF GUTTER, INSTALL 2" TYPE A AC,0.25' BELOW THE

NOTE 2.
NOTE:

LIP OF GUTTER TO ACCOMMODATE FINAL 0.25' AC OVERLAY.

SUPPORT REBAR USING

NTS VAR

COMPACTED T ol AS DOBIES OR 2. EXISTING AC SHALL BE SAW CUT AS SHOWN ON PLANS TO A NEAT, STRAIGHT LINE AND
REMOVED. THE EXPOSED EDGE SHALL BE SEALED WITH EMULSION PRIOR TO PAVING.
THE EXPOSED BASE MATERIAL SHALL BE GRADED, RE-COMPUTED, AND RESEALED PRIOR
SECTION A—A TO PAVING.
COMMERCIAL DRIVEWAY m STREET DIG-OUT CROSS SECTION
NTS W NTS

1" (TYP) =

12" (TYP) —

< @w : A
SONNSN TV

> | s

GRASS VALLEY ST.

\
N\ \, )
— N
//Jl L\@i’ﬁé \\\\

&

D11-1 \

\

{ )CONSTRUCTION NOTES:

GENERAL NOTES:

1. PLACE STOP LEGEND (T) 1. CONCRETE RAILROAD CROSSING PADS
2. PLACETYPE IV (R) ARROW (T) NOT TO BE STRIPED.
3. PLACE ONLY LEGEND (T) 2. T=THERMOSTRIP
4. PLACE BIKE LANE LEGEND (T)
5. PLACE RAILROAD CROSSING LEGEND (T)
6. PLACE STOP BAR 2' X WIDTH OF LANE, 8' FROM
GUARD ARM (T)
7. INSTALL SIGN (MUTCD SIGN TYPE BELOW REF.)
8. PLACE 12" CROSS WALK LINES (T)
9. STENCIL "LOOK FOR TRAINS" IN BLACK LETTERING
AND YELLOW BACKGROUND m&
10. PAINT 4" WHITE PARKING STALLS
11. INSTALL SIGN AND PAINT END OF MEDIAN YELLOW.
SIGN SHALL BE BREAKAWAY TYPE 2 o 1 2 20
12. PLACE FIRE HYDRANT REFLECTIVE MARKER G N - R
@ CALTRANS STANDARD STRIPING DETAIL
xx'  NUMBER AND LENGTH OF STRIPE BID DOCUMENT
UPRR PED XING AND BIKE PATH IMPROVEMENT PROJECT CCALE SHEET
DESIGNED BY AU PONTICELLO ENTERPRISES SIGNING & STRIPING PLAN I
DRAWN BY AU/JC @E @lﬁ)cﬁ:ﬁa&eg‘;% CITY OF COLFAX & DETAILS PLACER COUNTY, CA Nz /-
CHECKED BY _ AM/JC T R—— e gz‘ine@(;%o%ggiggi“ EgﬁgoﬁgM'\EA}LCE;RQEET:V/ﬁLAI:EYg1STREET gg*;%\; 5S1UUBDIVISION: ROSEVILLE SUB 5) Q;E':N (; /3;(; /_20011.22 7OF7






